
    
        
            
                
                    
                

                Airbor T-1050 Pneumatic Horizontal Boring

                
                    The T-1050 Horizontal Boring Machine is designed to meet the demanding requirements of precision boring applications, such as dowel assembly.
                

            

                            
                    
                

                    


        
                            
                                            
                            
                            Airbor T-1050 - Two Hand Start Button
                        

                                            
                            
                            Airbor T-1050 - Emergency Stop
                        

                                            
                            
                            Airbor T-1050 Spindles with Spring Collet
                        

                                    

                        

                                    
                        
                    

                
                                    Characteristics

                    	The T-1050 Horizontal Boring Machine is designed to meet the demanding requirements of precision boring applications, such as dowel assembly.
	Airbor T-1050 standard features include a 12" x 16" hardwood table, a two spindle carriage with 4" horizontal stroke, two adjustable 3" diameter air-operated hold-downs, one idler pully, a 1 HP drive group, air/oil feed, air-operated controls, foot switch and safety guard. Standard spindles are 1 1⁄2" in diameter with 1⁄2" spring collets.



                                                    Options

                    	1 ½" diameter, set screw lock-type spindle

	1 ½" diameter, spindle with spring collet
	1 ½" diameter, spindle with 3/8" capacity Jacobs chuck
	1 ½" diameter, spindle with ½" capacity Jacobs chuck
	1 ½" diameter, spindle with threaded 7/16" - 14
	2" diameter, set screw lock-type spindle
	2" diameter, spindle with spring collet
	2" diameter, spindle with ½" capacity Jacobs chuck
	2" diameter, spindle with threaded 7/16" - 14
	Dovetail beams

	Templates
	Special motors
	Idler pulley

	Clean-up cycle



                            

        

        

        
    

